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Facilitating the revolution for smarter cities, vehicles are getting smarter and equipped with more resources to go 
beyond transportation functionality. On-Board Units (OBU) are efficient computers inside vehicles that serve 
safety and non-safety based applications. However, much of these resources are underutilised. On the other hand, 
more users are relying now on cloud computing which is becoming costly and energy consuming. In this paper, 
we develop a Mixed Integer linear Programming (MILP) model that optimizes the allocation of processing 
demands in an architecture that encompasses the vehicles, edge and cloud computing with the objective of 
minimizing power consumption. The results show power savings of 70%-90% compared to conventional clouds 
for small demands. For medium and large demand sizes, the results show 20%-30% power saving as the cloud 
was used partially due to capacity limitations on the vehicular and edge nodes. 
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1. INTROUCTION 
End users are growing more dependent on cloud services and data centers [1]. As the demand on cloud services 
grows higher, the data centers, as expected, tend to grow even bigger and more expensive in term of both monetary 
cost and energy consumptions. The energy consumption of clouds and data centers is contributing much to the 
total cost and power consumption in the Information and Communication Technology (ICT) field. That is why a 
lot of effort is being put forward now to explore alternatives that are more energy efficient and still as powerful 
[2-11]. One approach that is being actively evaluated is distributed service providers or the installation of mini 
data centers close to end users’ level.  In [12] data processing is done at different layers of the network and not 
only in the core cloud through optimized placement of Virtual Machines (VM) in IoT devices. Comparison 
between centralized data centers and nano data centers, to show the validity of the small data centers and its 
impacting factors, was carried out in [13]. The work in [14] analysed the energy consumption and latency of 
computation offloading in mobile clouds.  
Modern vehicles are increasingly being viewed as smart machines with plenty of computing resources. Research 
in the area of vehicular networks is very promising and it varies from Internet of Vehicles (IoV) [15] to Vehicular 
Clouds to VaaR (vehicle as a Resource) [16]. Our work presents an end-to-end architecture that uses vehicular 
and edge computing as the first level of processing resources. It compares this architecture with conventional 
clouds from an energy consumption point of view.  For the remainder or the paper, Section 2 presents the proposed 
architecture. Section 3 discusses the optimization model and its results, and in Section 4 the paper is concluded.  














Fｷｪ┌ヴW ヱぎ AヴIｴｷデWIデ┌ヴW ﾗa SｷゲデヴｷH┌デWS ヮヴﾗIWゲゲｷﾐｪ ゲWヴ┗ｷIW ┌ゲｷﾐｪ ┗WｴｷIﾉWゲが WSｪW ﾐﾗSWゲが ;ﾐS デｴW Iﾉﾗ┌S 
ICTON ヲヰヱΓ 
The architecture is divided into three layers, as can be seen in Figure 1. The first layer is made of the vehicles. 
Modern vehicles are now equipped with On Board Units (OBU) of very high computational performance and 
communication capabilities. They form the first choice for processing destination. The second layer is formed of 
edge nodes. It provides second level for processing destination close to end user through dedicated servers. Both 
of these layers are in the local tier of the architecture. The last layer is the conventional cloud servers, which are 
geographically distant but of powerful computing capabilities. The edge and core switches and routers architecture 
is based on [17]. The model assumes the vehicles and the edge nodes communicate using one or more wireless 
interfaces such as Dedicated Short Range Communication (DSRC) and WiFi. It is assumed that the source node 
(the one that has the request) has knowledge of the available resources of the other nodes, and it chooses where 
to send its request to be served. This forms distributed type of dynamic control, which can be implemented using 
Software-Defined Network (SDN) concepts [18, 19].  
3. OPTIMISATION MODEL AND RESULTS 
We developed a Mixed Integer linear Programming (MILP) model to optimise the location in which a demand is 
served with minimum power consumption. The power consumed in transmission, reception, and processing, 
increasing linearly with the demand, are calculated for each of the nodes used, in addition to the idle power for 
each one. The model ensures the conservation of processing capacity of each node, as well as the communication 
interface bandwidth capacity. Also, the full traffic is sent to every processing node regardless of the assigned 
processing in it.  The model is evaluated in a parking lot with 20 cars parked within 150 meters from each other, 
communicating using the DSRC interface. The parking lot is surrounded by 4 edge nodes, and each node is 
connected to 5 vehicles through the WiFi. Each edge node is composed of a server and an access point and they 
can also communicate with each other using WiFi. Demands are generated by the vehicles and are composed of 
two parts, the data to be sent (traffic in kbps), and the processing it requires (MIPS). We use the estimations made 
in [20] for the traffic and the associated processing, where it takes 2000 instructions per bit for the video generation 
application that is selected as an example for the evaluation. Table 1 shows the parameters values for the three 
types of processing nodes. Cloud servers are highly efficient with processing efficiency of 4 instructions per cycle 
[27]. For edge nodes we considered processing efficiency of 3 instructions per cycle. The OBUs in vehicles are 
efficient enough to accommodate real-time and safety applications with 2 instructions per cycle for the vehicles. 
We assumed the power consumption in the cloud server and in the edge nodes server (the Raspberry Pi in Table 
1) to be consumed fully in processing. The communication power in the edge, on the other hand, is solely 
consumed by the access point, while for cloud the communication power is the power consumed in the routers 
and switches leading to it. For the vehicles  the same approach in [21] is followed where a typical type of computer 
is said to dedicate 58% of its power consumption to processing and 21% to communication, and the rest to storage.  
T;HﾉW ヱぎ ヮWヴaﾗヴﾏ;ﾐIW W┗;ﾉ┌;デｷﾗﾐ ヮ;ヴ;ﾏWデWヴゲ 
Parameter Values for vehicles Values for edge nodes Values for the cloud 
servers 
Max power  10 W [22] AP = 25 W, Raspberry Pi 
= 12.5 W [23, 24] 
301 W [25] 
Idle power   5 W [22] AP = 5.5 W Raspberry Pi 
= 2 W [23, 24] 
201 W [25] 
Processor  800 MHz [22] 1.2 GHz [24] 2.5 GHz  [25] 
Processing capacity   2 * 800 = 1600 MIPS  3 * 1.2 = 3600 MIPS Unlimited (10000 per 




27 Mb/s  N/A N/A 
WiFi communication 
Capacity 
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The model is evaluated for a varied number of requests ranging from 1 to 10 requests of equal demands initiated 
by vehicles. The demands are classified into low, medium and high based on the size of the single demand and 
consequently the total demand. Three demand values representing small video (2880 MIPS), medium video (2 
times bigger) and large video (4 times bigger), were used and the traffic was generated according to [20]. The 
model decides where to serve each and how many nodes to use. We use the term “serve locally” to indicate the 
use of vehicles and edge node.   
Figure 2 shows the total power consumption at the three levels of processing resources available (vehicles, edge 
nodes, cloud) under the three demand levels as the number of requests increases. For small demands, it is most 
power efficient to serve them locally at all times. As for medium demand sizes, the demands are served locally if 
the requester processing demand is within local processing capacity. For 9 and 10 requests, the vehicles and edge 
nodes were no longer enough to serve the full processing demand, therefore, the part exceeding the vehicles and 
edge nodes capacities was sent to the cloud, which explains the large increase in the power consumption when 
compared with 8 requests. The same trend is noticed in the high demands’ values but at lower number of requests. 
The processing capacities of the vehicles and edge nodes were exceeded after 4 requests due the large demand 
size which creates competition on the use of local resources.  
Figure 3 shows the power saving percentage comparing local processing with the conventional cloud. The small 
demand values experience power saving between 90% for a single request and 74% for 10 requests. For the 
medium demand values, the power saving is slightly less than the small demands with power saving of 87% for a 
single request and decreasing to 68% for 8 requests. For the high demands, the power saving starts at 81 % for 
single requests and drops to 66% for 4 requests. This reduction in power saving is due to the need for more service 
nodes as the demand increases. The increase in serving nodes means more idle power is used as well as more 
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high demand values, the substantial drop in power saving happens at 9 requests and 5 requests respectively. These 
are the instances when the model was forced, by limitation of processing capacity of vehicles and edge nodes, to 
the cloud to be served, causing the power saving to drop to levels of 20%-30%.
4. CONCLUSIONS 
In this paper, we presented a distributed service architecture based on vehicular network and edge computing for 
processing demands originating from stationary vehicles. A MILP model was developed to minimise the power 
consumption by optimising the use of vehicles and edge nodes to perform processing. The performance of the 
model was evaluated for three processing demand volumes and the results were compared with the use of 
conventional cloud servers to serve all the demands. The model shows power savings up to 90% for smaller 
demand values, and a gradual decrease in savings for medium and high demands due to partial use of cloud 
servers. This saving can be improved by reducing the amount of demand forced into the cloud served, and this in 
turn can be achieved by increasing processing and communication capacities of vehicles and edge nodes. 
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ﾗﾐ SWﾉWIデWS AヴW;ゲ ｷﾐ Cﾗﾏﾏ┌ﾐｷI;デｷﾗﾐゲが ┗ﾗﾉく ンンが ﾐﾗく ヴが ヮヮく ヶヱヶどヶヲヶが ヲヰヱヵく 
ぷヱΒへ Sく CﾗヴヴWｷ;が Aく Bﾗ┌ﾆWヴIｴWが ;ﾐS Rく Iく MWﾐWｪ┌WデデWが ゎAﾐ AヴIｴｷデWIデ┌ヴW aﾗヴ HｷWヴ;ヴIｴｷI;ﾉ Sﾗaデ┘;ヴWど
DWaｷﾐWS VWｴｷI┌ﾉ;ヴ NWデ┘ﾗヴﾆゲがゎ IEEE Cﾗﾏﾏ┌ﾐｷI;デｷﾗﾐゲ M;ｪ;┣ｷﾐWが ┗ﾗﾉく ヵヵが ﾐﾗく Αが ヮヮく ΒヰどΒヶが 
ヲヰヱΑく 
ぷヱΓへ Mく AHﾗﾉｴ;ゲ;ﾐが Jく Lｷヮﾏ;ﾐが Wく Nｷが ;ﾐS Bく H;ｪWﾉゲデWｷﾐが ゎSﾗaデ┘;ヴWどSWaｷﾐWS ┘ｷヴWﾉWゲゲ ﾐWデ┘ﾗヴﾆｷﾐｪぎ 
IWﾐデヴ;ﾉｷ┣WSが SｷゲデヴｷH┌デWSが ﾗヴ ｴ┞HヴｷSいがゎ IEEE NWデ┘ﾗヴﾆが ┗ﾗﾉく ヲΓが ﾐﾗく ヴが ヮヮく ンヲどンΒが ヲヰヱヵく 
ぷヲヰへ Mく B;ヴIWﾉﾗが Aく CﾗヴヴW;が Jく LﾉﾗヴI;が Aく Mく T┌ﾉｷﾐﾗが Jく Lく VｷI;ヴｷﾗが ;ﾐS Aく MﾗヴWﾉﾉが ゎIﾗTどCﾉﾗ┌S SWヴ┗ｷIW 
Oヮデｷﾏｷ┣;デｷﾗﾐ ｷﾐ NW┝デ GWﾐWヴ;デｷﾗﾐ Sﾏ;ヴデ Eﾐ┗ｷヴﾗﾐﾏWﾐデゲがゎ IEEE JOURNAL ON SELECTED AREAS 
IN COMMUNICATIONSが ┗ﾗﾉく ンヴが ﾐﾗく ヱヲが ヮヮく ヴヰΑΑどヴヰΓヰが ヲヰヱヶく 
ぷヲヱへ Sく IｪSWヴが Sく Bｴ;デデ;Iｴ;ヴ┞;が ;ﾐS Jく Mく Eﾉﾏｷヴｪｴ;ﾐｷが ゎEﾐWヴｪ┞ WaaｷIｷWﾐデ aﾗｪ ゲWヴ┗Wヴゲ aﾗヴ IﾐデWヴﾐWデ ﾗa 
Tｴｷﾐｪゲ ｷﾐaﾗヴﾏ;デｷﾗﾐ ヮｷWIW SWﾉｷ┗Wヴ┞ ふIﾗTIPDぶ ｷﾐ ; ゲﾏ;ヴデ Iｷデ┞ ┗WｴｷI┌ﾉ;ヴ Wﾐ┗ｷヴﾗﾐﾏWﾐデがゎ ｷﾐ ヲヰヱヶ 
ヱヰデｴ IﾐデWヴﾐ;デｷﾗﾐ;ﾉ CﾗﾐaWヴWﾐIW ﾗﾐ NW┝デ GWﾐWヴ;デｷﾗﾐ MﾗHｷﾉW AヮヮﾉｷI;デｷﾗﾐゲが SWI┌ヴｷデ┞ ;ﾐS 
TWIｴﾐﾗﾉﾗｪｷWゲ ふNGMASTぶが ヲヰヱヶが ヮヮく ΓΓどヱヰヴぎ IEEEく 
ぷヲヲへ SAVARIく ゎMﾗHｷWAVE Oﾐ Bﾗ;ヴS Uﾐｷデゎく ふヲヰヱΒぶく ぷOﾐﾉｷﾐWへ ｴデデヮぎっっゲ;┗;ヴｷくﾐWデっ┘ヮど
IﾗﾐデWﾐデっ┌ヮﾉﾗ;SゲっヲヰヱΑっヰヵっMWどヱヰヰヰぱAヮヴｷﾉヲヰヱΑくヮSaく ぷAIIWゲゲWSぎ A┌ｪ┌ゲデ ヲヰヱΒへ 
ぷヲンへ R┌Iﾆ┌ゲWﾗヴﾆゲく ゎTΑヱヰ SWヴｷWゲ AIIWゲゲ Pﾗｷﾐデゲゎく ふヲヰヱΑぶく ぷOﾐﾉｷﾐWへ 
ｴデデヮぎっっ┘┘┘くヴ┌Iﾆ┌ゲ┘ﾗヴﾆゲくIﾗく┌ﾆっS;デ;ゲｴWWデゲっSゲど┣ﾗﾐWaﾉW┝どデΑヱヰどゲWヴｷWゲくヮSaく ぷAIIWゲゲWSぎ OIデﾗHWヴ 
ヲヰヱΑへ 
ぷヲヴへ Gく BWﾆ;ヴﾗﾗ ;ﾐS Aく S;ﾐデﾗﾆｴWWが ゎPﾗ┘Wヴ Iﾗﾐゲ┌ﾏヮデｷﾗﾐ ﾗa デｴW R;ゲヮHWヴヴ┞ Pｷぎ A Iﾗﾏヮ;ヴ;デｷ┗W 
;ﾐ;ﾉ┞ゲｷゲがゎ ｷﾐ EﾏWヴｪｷﾐｪ TWIｴﾐﾗﾉﾗｪｷWゲ ;ﾐS Iﾐﾐﾗ┗;デｷ┗W B┌ゲｷﾐWゲゲ Pヴ;IデｷIWゲ aﾗヴ デｴW Tヴ;ﾐゲaﾗヴﾏ;デｷﾗﾐ 
ﾗa SﾗIｷWデｷWゲ ふEﾏWヴｪｷTWIｴぶが IEEE IﾐデWヴﾐ;デｷﾗﾐ;ﾉ CﾗﾐaWヴWﾐIW ﾗﾐが ヲヰヱヶが ヮヮく ンヶヱどンヶヶぎ IEEEく 
ぷヲヵへ Aく H;ﾏﾏ;Sｷが Mく M┌ゲ;が Tく Eく Hく EﾉどGﾗヴ;ゲｴｷが ;ﾐS Jく Hく Eﾉﾏｷヴｪｴ;ﾐｷが ゎRWゲﾗ┌ヴIW ヮヴﾗ┗ｷゲｷﾗﾐｷﾐｪ aﾗヴ 
Iﾉﾗ┌S PON AWGRどH;ゲWS S;デ; IWﾐデWヴ ;ヴIｴｷデWIデ┌ヴWがゎ ｷﾐ ヲヰヱヶ ヲヱゲデ E┌ヴﾗヮW;ﾐ CﾗﾐaWヴWﾐIW ﾗﾐ 
NWデ┘ﾗヴﾆゲ ;ﾐS OヮデｷI;ﾉ Cﾗﾏﾏ┌ﾐｷI;デｷﾗﾐゲ ふNOCぶが ヲヰヱヶが ヮヮく ヱΑΒどヱΒヲく 
 
